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THINK IN DECADES,  
NOT YEARS
At ZCL | Xerxes®, we believe that smart engineering and technological innovation is the best way to ensure 
that our products are made for today’s market needs, but also prove reliable over time. Making the right 
choice today is making the wise choice for the future.

When ZCL Composites Inc. acquired Xerxes Corporation in 2007, it brought together North America’s 
two leading fiberglass tank brands: ZCL (founded in 1987) and Xerxes (founded in 1979). Throughout 
our combined histories of innovation, our goal has remained the same: to deliver peace of mind to our 
customers through corrosion-resistant solutions that preserve and protect the environment.    

Whether customers need a grease interceptor, an oil interceptor, a decontamination tank or a solids/sand 
separation tank, it makes sense to look to the company with the longest proven track record of fiberglass 
tank installations in the world.

We are committed to building true partnerships with our customers. We do that by helping them 
design precise specifications for their project needs – including product applications, site conditions and 
environmental requirements. Our sales and engineering teams bring decades of storage tank expertise to 
each new project. That’s how we make sure that specifying designers and engineers are able to provide 
the best possible solutions for their customers' liquid-storage needs. A guiding principal for all of us at 
ZCL | Xerxes is to meet our customers' requirements and deliver on our promises.



The ZCL | Xerxes Advantage
Over the past four decades, ZCL | Xerxes has become the industry leader in 
designing and manufacturing safe, cost-effective fiberglass tanks for fuel, 
water, and oil and gas applications. Our proven track record of over 200,000 
fiberglass storage tanks manufactured and shipped in North America makes 
ZCL | Xerxes the trusted choice for engineers and business owners.

100% Premium Resin and Glass (No Fillers)

ZCL | Xerxes tanks are constructed of 100% premium resin and glass. We use 
no fillers, which sets us apart from many competitors. We carefully select our 
material suppliers and diligently work with them to continuously improve the 
quality and performance of products. 

Corrosion Resistance Inside and Out

ZCL | Xerxes tanks are made of fiberglass, which means they are inherently 
resistant to corrosion. Because they are corrosion-resistant inside and out, 
you’ll have the peace of mind of choosing a tank that helps preserve and 
protect the environment. You’ll also enjoy a lower cost of ownership than  
with concrete and steel tanks, which corrode over time and require 
maintenance.

Flexible Design & Installation Options

ZCL | Xerxes fiberglass tanks come in a wide range of sizes and designs, 
along with numerous accessories and monitoring options, to meet a 
variety of site and regulatory requirements for both underground and 
aboveground installations.

Integral Rib Design for Superior Structural Integrity

For added structural strength, ZCL | Xerxes large diameter underground 
tanks are designed with integral ribs. The integral ribs and tank are made of 
premium resin and glass materials. The ribs are laminated to the cylindrical 
tank during – not after – tank manufacturing, resulting in a structurally 
superior product.

Lightweight Material for Easy Installation

ZCL | Xerxes tanks are structurally strong, but because they are made of 
fiberglass, they are also lightweight. This makes for easy, cost-effective 
shipping and installation. Other tank options, such as concrete and steel 
tanks, may require heavy equipment, and can be expensive and difficult to 
install in remote or hard-to-access sites. 

Customer Service & Engineering Support

The ZCL | Xerxes sales and engineering teams bring decades of industry 
experience and technical expertise to our customers’ water, fuel and 
chemical storage projects. Our teams make sure customers receive the 
support they need to make the right decision, including the capability to 
receive custom-engineered and custom-manufactured tanks.

Company Stability

ZCL | Xerxes is the largest manufacturer of underground fiberglass storage 
tanks in the world. For decades, we have provided customers with durable 
and sustainable products that protect the environment. Our proven track 
record, along with our financial strength, assures our customers that we will 
be around to support them. We are a publicly traded company on the  
Toronto Stock Exchange (TSX: ZCL).

Benefits of ZCL | Xerxes 
Fiberglass Tanks

• a design engineered for high 
performance in a variety 
of applications

• available in IAPMO/UPC 
approved models

• a durable and sustainable 
product that protects the 
environment over time

• fiberglass for corrosion resistance

• rounded shape for best load 
deflection and easy cleaning 

• cylindrical shape for longer 
flow pattern

• lightweight for ease of shipping 
and installation

Disadvantages of Other Tanks

• multi-piece design rather than 
single, solid construction

• vertical shape requiring 
deep-hole installation

• difficult and costly inspection, 
pumping and cleaning due 
to shape

• costly repairs or replacement 
due to cracks and leaks 

• corrosion and odor 

• costly repair of coating or 
tank replacement

• limited design flexibility

• limited capacities (requiring 
multiple tanks)

• costly installation of multiple tanks 

• addition of H20 slabs required 
for traffic

3zcl.com
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Item Quantity Description

A 1 SCH 40 PVC inlet pipe with internal sanitary tee, pipes & 45° elbow

B 1 SCH 40 PVC outlet pipe with internal sanitary tee & pipes

C 2 Riser pipe, 23 3/8" O.D., for 24" (nominal) access opening

D 1 63"-high plate baffle with 3-4"diameter holes (18" invert)

E 1 Lifting lug

F 2 Optional 16' prefabricated concrete deadmen

2 Anchor strap location

Grease Interceptors
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MODELS AND SIZES:

• single-wall & double-wall models
• capacities from 500 to 30,000 gallons [1900 to 113,000 liters]
• larger capacities are also available
• diameters of 4, 6, 8, 10 and 12 feet [1.2, 1.8, 2.4, 

3.0 and 3.7 meters]

• Restaurants
• Convenience stores 
• Big box stores  
• Grocery stores
• Retail malls
• High-rise buildings with retail

• Food processing plants
• Sports stadiums
• Schools/universities
• Hospitals/clinics
• Assisted living facilities
• Correctional institutions

Typical ApplicationsMore and more restaurants, cafes and fast-food outlets require 
grease interceptors to collect fats, oils and greases (FOG) before the 
waste enters municipal wastewater systems. In many locations, the 
infrastructure and regulations for these food businesses are outdated. 
Systems fail and overflow due to clogged grease, and the cost to 
businesses and municipal governments can reach hundreds of millions 
of dollars. In severe cases, federal or local environmental agencies 
are involved, resulting in significant expenses for repair, replacement, 
inspection and pumping. These are all issues that can be avoided with 
a corrosion-resistant, high-performance, long-lasting ZCL | Xerxes 
grease interceptor. Our grease interceptors are designed to meet a 
variety of application and site requirements.

6-foot 2500-gallon (UPC) 
Grease Interceptor with Baffle Detail
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Item Quantity Description

A 1 4"-diameter SCH 40 PVC inlet pipe with internal sanitary tee, pipes & 45° elbow

B 1 4"-diameter SCH 40 PVC outlet pipe with internal sanitary tee & pipes

C 2 Riser pipe, 23 3/8" O.D., for 24" (nominal) access opening

D 1 42"-high plate baffle with 3-4"diameter holes (18" invert)

E 1 Lifting lug

Oil Interceptors
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MODELS AND SIZES:

• single-wall & double-wall models
• capacities from 500 to 30,000 gallons [1900 to 113,000 liters]
• larger capacities are also available
• diameters of 4, 6, 8, 10 and 12 feet [1.2, 1.8, 2.4, 

3.0 and 3.7 meters]

• Auto dealerships
• Car washes
• Vehicle maintenance facilities 
• Garages

• Parking decks
• State, provincial and municipal 

transportation facilities

Typical ApplicationsZCL | Xerxes oil interceptors are designed for maximum performance 
in capturing and storing harmful liquids and solids – including 
hydrocarbon oils – that are the waste products from car washes, 
garages, parking facilities and vehicle maintenance facilities. Our 
tanks’ corrosion resistance, high performance, structural integrity and 
durability make them the safest long-term storage solution. Failure to 
choose the right tank can lead to environmental investigations, soil 
remediation and long-term inspection requirements, as well as heavy 
fines due to soil or water contamination. Our oil interceptors are 
designed to meet a variety of application and site requirements. 

Decontamination Tanks

• Hospitals
• Laboratories
• Medical facilities
• Medical examiner offices

Typical Applications

MODELS AND SIZES:

• double-wall models
• capacities from 500 to 30,000 gallons [1900 to 

113,000 liters]
• larger capacities are also available
• diameters of 4, 6, 8, 10 and 12 feet [1.2, 1.8, 2.4, 

3.0 and 3.7 meters]

There is a rapidly growing awareness for the need to remove or neutralize 
contaminants from personnel, clothing and textiles, equipment and tools, 
vehicles, floors and other surfaces. For instance, both medical facilities and 
wastewater systems need to be prepared for the presence of chemical and 
biological substances. The right choice to address this concern is a ZCL | Xerxes 
fiberglass decontamination tank. With all the benefits of a structurally strong, 
corrosion-resistant fiberglass tank, our double-wall tanks meet relevant 
regulatory requirements and greatly reduce the risk of expensive leak-related 
cleanups and maintenance. Our decontamination tanks are designed to meet 
a variety of applications and site requirements.

4-foot 1000-gallon (SM) 
Oil Interceptor with Baffle Detail



Solids/Sand Separation Tanks

MODELS AND SIZES:

• single-wall & double-wall models
• capacities from 500 to 30,000 gallons [1900 to 

113,000 liters]
• larger capacities are also available
• diameters of 4, 6, 8, 10 and 12 feet [1.2, 1.8, 2.4, 

3.0 and 3.7 meters]

• Food processing plants
• Food service establishments
• Car-wash bays
• Hospitals
• Schools/universities 

• DOT facilities
• Restaurants
• Grocery & convenience stores
• Correctional institutions

Typical ApplicationsAt times, a two-step separation process is needed before waste enters 
the wastewater system. In these cases, one tank first separates out the 
solids, and then a second tank separates out the grease or oil. When 
this two-step process isn’t done, the solids in the waste interfere with 
the efficient separation of the grease or oil. The ideal solution for this 
dual-separation process is a combination of a ZCL | Xerxes solids/sand 
separation tank and a grease or oil interceptor. When used together, 
customers are assured of safe, high-efficient separation over time. 
Our solids/sand separation tanks are designed to meet a variety of 
application and site requirements. 

Grease Interceptor  
Model Number

Non-Emulsified Grease
US gal [liters] per minute

Emulsified Grease 
From Sinks US gal [liters] per minute

GI-4-500 100 gal [379 liters] 17 gal [64 liters]

GI-4-750 151 gal [572 liters] 25 gal [95 liters]

GI-4-1000 200 gal [757 liters] 33 gal [125 liters]

GI-4-1250 251 gal [950 liters] 42 gal [159 liters]

GI-4-1500 300 gal [1136 liters] 50 gal [189 liters]

GI-6-2000 420 gal [1590 liters] 70 gal [265 liters]

GI-6-2500 524 gal [1984 liters] 87 gal [329 liters]

GI-6-3000 629 gal [2381 liters] 105 gal [397 liters]

GI-6-4000 838 gal [3172 liters] 140 gal [530 liters]

GI-8-5000 1046 gal [3960 liters] 174 gal [659 liters]

GI-8-6000 1221 gal [4622 liters] 204 gal [772 liters]

GI-8-7000 1434 gal [5428 liters] 239 gal [905 liters]

GI-8-8000 1646 gal [6231 liters] 274 gal [1037 liters]

GI-8-9000 1805 gal [6833 liters] 301 gal [1139 liters]

GI-8-10000 2017 gal [7635 liters] 337 gal [1276 liters]

1. The flow rates given in this chart are based on a 30-minute retention time. 
2. Different pipe sizes are available, which will provide different flow rates. 
3. Larger capacity models are available. 
4. Larger diameter tanks are available. 
5. For larger units and applications involving degreasers, surfactants, emulsifiers, corrosive wastewater, pumped effluent (not gravity-fed), contact your 

sales representative. 
6. Remote suction and custom tanks are available.
7. It is the responsibility of the project designer to inform ZCL | Xerxes of the design flow and pipe size for each project. 
8. Go to www.zcl.com to find your local sales representative for more information.

Notes:

ZCL | Xerxes Tank Data
The following charts are data on commonly ordered grease and oil interceptors. For information on other sizes available, and for information  
on decontamination and solids/sand separation tanks, please visit our website at zcl.com.

Flow Rate Chart for Common Sizes of Grease Interceptors



Tank  
Diameter

Grease  
Interceptor  

Model  
Number

Oil  
Interceptor 

Model  
Number 

Total Liquid
Capacity

US gal [liters]

Storage Capacity
US gal [liters] Tank Length

feet/inches [cm]
Grease Solids

4' GI-4-500-UPC OI-4-500-UPC 515 gal [1949 liters] 311 gal [1177 liters] 152 gal [575 liters] 6'-11.875" [213 cm]

4' GI-4-750-UPC OI-4-750-UPC 755 gal [2858 liters] 454 gal [1719 liters] 225 gal [852 liters] 10'-0" [305 cm]

4' GI-4-1000-UPC OI-4-1000-UPC 1001 gal [3789 liters] 590 gal [2233 liters] 308 gal [1166 liters] 13'-5" [409 cm]

4' GI-4-1250-UPC OI-4-1250-UPC 1254 gal [4747 liters] 739 gal [2797 liters] 387 gal [1465 liters] 16'-8" [508 cm]

4' GI-4-1500-UPC OI-4-1500-UPC 1500 gal [4678 liters] 883 gal [3343 liters] 463 gal [1753 liters] 19'-10" [604 cm]

6' GI-6-2000-UPC OI-6-2000-UPC 2100 gal [7949 liters] 1654 gal [6261 liters] 328 gal [1242 liters] 13'-5.75" [411 cm]

6' GI-6-2500-UPC OI-6-2500-UPC 2622 gal [9925 liters] 2056 gal [7783 liters] 419 gal [1586 liters] 16'-4.25" [499 cm]

6' GI-6-3000-UPC OI-6-3000-UPC 3144 gal [11,901 liters] 2401 gal [9089 liters] 538 gal [2037 liters] 19'-2.75" [586 cm]

6' GI-6-4000-UPC OI-6-4000-UPC 4188 gal [15,853 liters] 3185 gal [12,057 liters] 728 gal [2756 liters] 24'-11.75" [762 cm]

6' GI-6-5000-UPC OI-6-5000-UPC 5312 gal [20,108 liters] 4143 gal [15,683 
liters] 871 gal [3297 liters] 30'-8.75" [936 cm]

Tank  
Diameter

Grease  
Interceptor  

Model  
Number

Oil  
Interceptor 

Model  
Number 

Total Liquid
Capacity

US gal [liters]

Storage Capacity
US gal [liters] Tank Length

feet/inches [cm]
Grease Solids

4' GI-4-500 OI-4-500 510 gal [1931 liters] 311 gal [1177 liters] 152 gal [575 liters] 6'-11.875" [213 cm]

4' GI-4-750 OI-4-750 755 gal [2858 liters] 454 gal [1719 liters] 225 gal [852 liters] 10'-0" [305 cm]

4' GI-4-1000 OI-4-1000 1001 gal [3789 liters] 590 gal [2233 liters] 308 gal [1166 liters] 13'-5" [409 cm]

4' GI-4-1250 OI-4-1250 1254 gal [4747 liters] 739 gal [2797 liters] 387 gal [1465 liters] 16'-8"[508 cm]

4' GI-4-1500 OI-4-1500 1500 gal [4678 liters] 883 gal [3343 liters] 463 gal [1753 liters] 19'-10" [604 cm]

6' GI-6-2000 OI-6-2000 2100 gal [7949 liters] 1654 gal [6261 liters] 328 gal [1242 liters] 13'-5.75" [411 cm]

6' GI-6-2500 OI-6-2500 2622 gal [9925 liters] 2056 gal [7783 liters] 419 gal [1586 liters] 16'-4.25" [499 cm]

6' GI-6-3000 OI-6-3000 3144 gal [11,901 liters] 2401 gal [9089 liters] 538 gal [2037 liters] 19'-2.75" [586 cm]

6' GI-6-4000 OI-6-4000 4188 gal [15,853 liters] 3185 gal [12,057 liters] 728 gal [2756 liters] 24'-11.75" [762 cm]

6' GI-6-5000 OI-6-5000 5312 gal [20,108 liters] 4143 gal [15,683 liters] 871 gal [3297 liters] 30'-8.75" [936 cm]

6’ GI-6-6000 OI-6-6000 6372 gal [24,121 liters] 4962 gal [18,783 liters] 1052 gal [3982 liters] 36'-5.75" [1112 cm]

6' GI-6-7000 OI-6-7000 7168 gal [27,134 liters] 5576 gal [21,107 liters] 1188 gal [4497 liters] 40'-9.5" [1243 cm]

8' GI-8-8000 OI-8-8000 8408 gal [31,828 liters] 7078 gal [26,793 liters] 987 gal [3736 liters] 31'-6.5" [962 cm]

8' GI-8-9000 OI-8-9000 9213 gal [34,875 liters] 7748 gal [29,329 liters] 1088 gal [4119 liters] 34'-4" [1046 cm]

8' GI-8-10000 OI-8-10000 9994 gal [37,831 liters] 8398 gal [31,789 liters] 1186 gal [4489 liters] 37'-0.5" [1129 cm]

1. Larger capacities are available. 
2. Larger diameters are available. 
3. Remote suction and custom tanks are available.    
4. Go to www.zcl.com to find your local sales representative for more information.

1. Larger capacities are available. 
2. Larger diameters are available.
3. Remote suction and custom tanks are available.
4. Go to www.zcl.com to find your local sales representative for more information.     

Common Sizes of UPC- & IAPMO-Approved Grease & Oil Interceptors

Common Sizes of Grease & Oil Interceptors

Notes:

Notes:
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Multiple Facilities
Customers Can Rely on Timely Manufacturing and Delivery 
of Tanks and Accessories.
With six manufacturing facilities – four in the United States and two in Canada – no matter where customers need 
fiberglass tanks and accessories shipped, a ZCL | Xerxes manufacturing facility is not far away. No other tank producer 
offers this kind of manufacturing capability in North America. All our facilities are either UL-listed or ULC-listed. We also 
have NSF-listed and IAPMO-approved facilities in both Canada and the US.

Contact Us

Corporate Head Office

ZCL Composites Inc.
1420 Parsons Road SW 
Edmonton, AB T6X 1M5 

US Office 

Xerxes Corporation
7901 Xerxes Avenue S 
Minneapolis, MN 55431 

Manufacturing Facilities:

Canada
Edmonton, AB
Drummondville, QC

USA
Anaheim, CA
Seguin, TX
Tipton, IA
Williamsport, MD

We’re ready to design the ideal grease interceptor, 
oil interceptor, decontamination tank or solids/sand 
separation tank for your next project. 

On the Web:
www.zcl.com

Technical Support:
1.800.661.8265
USA: 952.887.1890
Email: eng.support@zcl.com


